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   Building Product Information Statement 

PRODUCT NAME 
Griptec® Coupling System 

PRODUCT DESCRIPTION 
Griptec® is a full-performance mechanical splice, designed for the connection or anchoring of concrete reinforcing 
bars with the following diameters: 12, 16, 20, 25, 32 and 40mm.  Ductile sleeves are swaged onto the ends of 
deformed reinforcing bars avoiding any impact on the reinforcing bar properties or performance. A Griptec® product 
datasheet is available at https://www.fletcherreinforcing.co.nz/products/dextra-griptec . 
 

  
 

PRODUCT IDENTIFIER 
Griptec® splices and Griptec® headed bars (anchors) 

PLACE OF MANUFACTURE 
Thailand 

IMPORTER 
Fletcher Reinforcing 

Contacts: (64) 092704247  

Website:   https://www.fletcherreinforcing.co.nz/ 

Contacts Website: hello@fletchersteel.co.nz 

Address: 8 Gabador Place, Mount Wellington, Auckland 1060 

®MANUFACTURER 
Dextra Manufacturing Co Ltd  

Contacts: (66)20213800 

Website: https://www.dextragroup.com/ 

Email:    thailand@dextragroup.com 

Address:247 Sarasin Road Lumpini, Pathumwan, Bangkok, Thailand, 10330 
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RELEVANT BUILDING CODE CLAUSES AND COMPLIANCE 
Past history of use and manufacture to appropriate product Standards indicates that provided the structural design 

and product installation, use and maintenance is in line with the guidelines of this Statement, Griptec® couplers and 

anchors can contribute to meeting the following performance criteria outlined in the New Zealand Building Code: 

• B1 Structure: Performance clauses B1.3.1, B1.3.2 & B1.3.3 (a, b, d, f, g, h, m & q) and B1.3.4 (d).  Griptec® 

couplers and anchors contribute to meeting the performance requirements of these clauses by being 

designed to meet the requirements of ISO 15835-1 or ISO 15698-1.  Reports detailing NZ testing to ISO 

15835-2 (Report 5-24000.20” Reinforcing Coupler Testing”) and ISO 15698-2 (Report 145008.00 Rp 620 

“Fletcher Reinforcing Dextra Griptec Headed Bars”) are available on request from Fletcher Reinforcing. 

• B2 Durability: Performance clauses B2.3.1(a). 

LIMITATIONS ON USE 
• The Griptec® system cannot be applied to smooth (plain) reinforcing bars. 

•  The Griptec® system has only been verified through testing on Pacific Steel D500E seismic reinforcing bar. 

•  The performance of anchors (headed bars) has been verified in NZ with 24MPa compressive strength 

concrete and no anchoring contribution from the reinforcing bar.  The performance in concrete with lower 

compressive strengths has not been verified. 

• The Griptec® system is designed to hold up to a load of 700MPa 

• The attachment of Griptec® sleeves must be done exclusively with machines provided by Dextra. 

• Installation of couplers and anchors must follow the installation instructions 

(www.fletcherreinforcing.co.nz/downloads ) 

DESIGN AND INSTALLATION REQUIREMENTS 
• The Griptec® system should only be specified by suitably qualified Structural Engineers to meet the 

performance criteria set out in the New Zealand Building Code.   

• Griptec® should be installed by competent and experienced personnel familiar with the requirements and 
practices of NZ reinforced concrete construction.  Installation instructions are available at 
www.fletcherreinforcing.co.nz/downloads  

DURABILITY AND MAINTENANCE REQUIREMENTS 
• Avoid damage to the concrete that would reduce the cover depth or allow contaminant ingress through the 

concrete cover. 

• Griptec® couplers and headers should be stored in an essentially dry environment to avoid surface corrosion 

forming on threaded connections. 

• Griptec® couplers and headers should not be used if physically damaged.  

WARNINGS & BANS 
The Griptec® coupling system is not subject to warning or ban under section 26 of the Building Act 2004. 

DISCLAIMER 
As part of Fletcher Reinforcing policy of continuing product and system development, we reserve the right, at any 

time and without notice, to discontinue or change the products, materials, design advice, features or specifications 

represented in the technical literature without incurring any liability. The information in this document is issued for 

general application in New Zealand, and should not be treated as a substitute for detailed technical advice in relation 

to requirements for individual projects in New Zealand or overseas. To the extent permitted by law, Fletcher 

Reinforcing disclaim any liability for loss or damage incurred by the use of the information in this document and any 

http://www.fletcherreinforcing.co.nz/downloads
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technical literature issued by Fletcher Reinforcing unless it is covered by a specific warranty agreement. Fletcher 

Reinforcing, a division of Fletcher Steel Ltd. November 2023.  


